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Operational time
(in water) 24 hrs +
Shelf life  5 yrs +

Range 5 NM

Ruggedized enclosure

Ignition cut-out option

Manual / Water activation +  o�ine Test
Rechargeable (Li-Po) Battery technology
Each system supports multiple beacons

Seetrac interface : MOB tracked on Chart
Smart Base Unit  relays MOB alert + alarms 

LED Strobe

Manual ON/OFF

Mode : Active or Test 

System operation

Battery Level Indicator

Water activated sensor

single (timed) press

High intensity.

Charger connections
(Optional)

MOB-trak Base �rmware

Diagnostic indications

Ruggedized enclosure

Sealed wiring loom
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Long battery life, a robust sealed enclosure, and
seamless integration ensure performance. Within
seconds of an MOB event, those closest, in the 
position to recover quickly, will be tracking...

On receiving the MOB signal, the MOB-trak Base
Unit locks on channel, activates the camera drive
and will acquire and track the target. To aid MOB
location, the unit has a strobe LED incorporated

MOB-trak is a personal tracking beacon. Water
activated, it generates an audible alarm on the
Base Unit (on vessel or platform) and tracks the
MOB position on the chart system, until recovery

When an MOB event occurs, marine professionals
are trained to respond. This can be crew from a
Yacht, safety vessel or platform. MOB-trak allows
those closest to the incident to respond �rst

Dealer contact details :

MAN OVER-BOARD
TRACKING BEACON


